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•  PVC tape
•  Permanent, static dissipative  

surface

•  Low charging
•  Colour: yellow with ESD-symbol
•  Core diameter:76 mm

PVC ADHESIVE TAPE

Part Nr.  Width Length

2820.12733.Y 12,7 mm 33 m

2820.25433.Y 25,4 mm 33 m

Typical surface resistance RS = 108 - 1010 ohm 

•  Permanent, static dissipative 
surface

•  ESD symbol

•  Core diameter: 76 mm 
• Low charging

IDP STAT® PVC ADHESIVE TAPE 

Part Nr.   Width   Length   Quantity

2820.5066.IDP   50 mm   66 m   36 rolls per box

Typical surface resistance RS = 108 - 1010 ohm

Part Nr.    Width   Length   Quantity

2800.T.3866.DE   38 mm   66 m  48 rolls per box

2800.T.5066.DE   50 mm   66 m   36 rolls per box

PAPER TAPE

•  Environment friendly
•  Biodegradable
•  For manual and automatic tape dispensers
• Low charge surface

•  Core diameter: 76 mm

TAPE DISPENSER

Part Nr.    Dimensions

2890.A.50   225 x 63 x 95 mm (W x D x H)

•  Made of metal
•  Tape width up to 50 mm

• Core diameter: 76 mm
• Dissipative black paint finish

Typical resistance to groundable point Rgp  105 ohm
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Part Nr.    Dimensions

2890.A.25   215 x 110 x 85 mm (W x D x H)

• Made of ABS
•  Tape width up to 25 mm
•  Core diameter: Ø 76 mm

• Permanent conductive, carbon loaded
•  Incl. 10 mm snap as Earth Bonding Point (EBP)
•  ESD symbol

Typical resistance to groundable point Rgp = < 108 ohm

TAPE DISPENSER


